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 SPECIFICATION OF TERMITE  

For the Termite Control in covered area holes are drilled with the walls leaving 

distance of 4-5 inches from walls. At every 2-4 feet holes are drilled. Effected areas 

are treated all around. After drilling (Chemical diluted with water) is poured into the 

holes. Chemical spreads under floor so that with all the walls a barrier is created. 

After injecting chemical all the holes are filled with cement and termite appeared is 

sprayed. 

After it in all wood, pin holes will be drilled, in these holesô chemical will be injected 

& open surface will be sprayed to save wood from attack. 

 We Use Imported Chemicals. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 METHOD OF TERMITE TREATMENTS  

PRE-CONSTRUCTION TREATMENTS              

          Site preparation: All the waste wood, grass, stems, roots etc. lying buried or 

on the surface are to be removed. 

Treatment of excavated foundation trenches: 

      The bottom and sides of trenches up to a height of about 300 mm should be 

treated by applying insecticide solution (i.e., 4 liters of water with .25% to .5% of 

aldrin by weight or 0.25% to .5% of Heptachlor by weight) at the rate 5 liters/m2 of 

the surface area. 

Treatment of back-fill  soil: 

      The back-fill used to fill the trenches after the masonry walls are constructed, 

should be treated with .5% of aldrin or .5% of Heptachlor by might. Solution should 

be applied on the vertical surface of the foundation masonry at the rate of 7.5% 

lit/m2. If the foundation is made of R.C.C., the treatment should be started at a depth 

about 0.5 m below ground level and the solution in the back fill at the rate of 7.5% 

lit/m2 of vertical surface to be given. 

Treatment of fi lling  at plinth  level: 

      Prior to laying of sub-grade for ground floor, the top surface often consolidated 

earth filling should be sprinkled with .5% of Aldrin/ Heptachlor at the rate of 5 lit/m2. 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 



POST-CONSTRUCTION TREATMENT  

Soil treatment of foundation: 

 For this dig a trench about .5 m deep all along the wall drives 15 mm diameter holes 

in the trench at 150 mm c/c. The holes are to be filled with chemical solution. 

(.5%   of aldrin/.5% of Heptachlor) at the rate 7.5 lit/m2 of vertical surface of the 

wall. 

Soil treatment under floor:  

  All the joints/cracks of floor with walls, can be treated by drilling 12 mm dia. Holes 

@ 300 mm c/c all along joints and filled with the chemical solution and then the face 

of the holes to be sealed. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



TERMIT PROOFING IN LAWN TREATMENT  

 

Dynamic Services professional termite proofing workforce has hands-on training 

and latest technological tools to control the termite threat to your belongings and 

vicinity. Termite control in Lahore is carried out in the following way: The entire 

premises is completely monitored to identify areas to be treated. Dynamic Services 

introduces Termite Detection with Thermal Imaging. Thermal Imaging is useful and 

helpful technology for detection of Termite, it helps to locate termite in your 

damaged wood unable to be seen from naked eyes. 

Drilling points are then defined and marked. Boring through drills is carried out on 

the marked points. Bores are drilled after every 4 feet distance, covering all concrete 

walls. 03 liters of diluted chemical is then penetrated in every bore. Once all bores 

are entirely penetrated with medicine, they are then filled with cement matching the 

color of your floor. After termite proofing procedure all your infested wooden areas 

are applied with termite spray medicine. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


